
Model: RG5510W-FZ4A
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EN12900 220V ~ 50HZ 6870 1731 2014 706 9.73 2.45 2.85 5°C (41°F) 50°C (122°F) 32°C (90°F) 15°C (59°F) 50°C (122°F)

Technical Datasheet

8/05/2021

Product Description
Type: Rotary Compressors
Application: HBP/AC - Air Conditioning
ProductDescription: R-22/R-407C
Voltage/Frequency: 220-240V ~ 50Hz
Version: N/A

General

Evaporating Temp. Range: -23.3°C to 12.8°C (-10°F to 55°F)
Motor Torque: High Start Torque (HST)
Compressor Cooling: Fan

Mechanical

Weight: 0
Weight Unit of Measure:
Displacement (cc): 14.248
Oil Type: Polyvinylether
Viscosity (cSt): 68
Oil Charge (cc): 290

Electrical

Voltage Range (50 Hz): 198-253
Voltage Range (60 Hz):
Locked Rotor Amps (LRA): 18
Rated Load Amps (RLA 50 Hz): 3.42
Rated Load Amps (RLA 60 Hz): 0
Max. Continuous Current (MCC in Amps): 0
Motor Resistance (Ohm) - Main: 4.1



Motor Resistance (Ohm) - Start: 9.89
MotorType: PSC

Overload Type:
Relay Type:

Agency Approval

CE Listed
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